SUBJECT: TENDER FOR 04Nos COMPUTERS FOR DEFENCE WING.

High Commission of India, Colombo invites sealed quotations from reputed companies / firm having at least FIVE YEARS experience in supplying Computers.

The Technical specifications and the contact details may be seen at Annexure A. The Technical specifications and rates including the installation charges in sealed cover may be sent to the office of the undersigned at 36-38, Galle Road, Colombo 03. Latest by 16th January 2015 at 15:00Hrs, which shall be opened at 15:30Hrs on the same day by the purchase committee of the High Commission of India duly constituted for the purpose.

A refundable deposit of SLR.10,000.00 (Rupees Ten Thousand Only) in the form of Banker’s Cheque/Bank Guarantee in favour of “High Commission of India, Colombo” is required to be deposited along with the quotation. The Bid Guarantee should be valid for a minimum period of 120 days from the date of opening of tenders. No interest will be payable on this account.

The High Commission reserves the right to accept or reject any of the bid(s). No correspondence in this regard will be entertained.

The successful bidder on the receipt of a purchase order must complete delivery of the item within a period of 30 days from the date of purchase order.

Yours Sincerely,

(Gaurav Ahluwalia)
First Secretary (POL) & HOC
HP Compaq Pro Desk 600 G1 Micro tower PC

Operating system  Windows 8 Pro downgrade to Windows 7 Pro License

Processor  Intel® Core™ i5-4570 with Intel HD Graphics 4600 (3.20 GHz, 6 MB cache, 4 cores)  
4th Generation Processor
Communication features

Network interface
- Intel 82579LM Gigabit (standard)
- Intel Gigabit CT Desktop PCIe x1 (optional)
- HP 802.11 b/g/n PCIe x1 (optional)

Media devices

Audio
- High Definition Audio with Realtek ALC221 codec (all ports are stereo)

Power and operating requirements

Energy efficiency
- ENERGY STAR® qualified configurations available, EPEAT® where HP registers commercial desktop products. See www.epeat.net for registration status in your country.

Power supply
- 320W standard efficiency, active PFC; 320W 90% efficient, active PFC

Operating temperature range
- 50 o 95°F (10 to 35°C)
1. Full-height PCIe x16
2. Full-height PCIe x1
1. Full-height PCI

Media Card Reader
(Optional ports include 1 Serial, 1 E-SATA, 1 Parallel, 1 22-In-1)
1. Microphone
1. Headphone
1. Audio out
1. Audio in
1. Serial
1. Display Port
1. VGA
4. USB 2.0
4. USB 3.0

Expansion Features
Display
HP 18.5" LV1911 LED Backlit Monitor
Integrated Intel HD Graphics Basic, 2000, 2500 or 4000

Graphics
Optical drive: CD/DVD, DVD/CD-RW
SATA Super Multi DVD Writer
Internal drive bays, Two 3.5"
500 GB SATA (7200 rpm)

Storage

Memory
4 DIMM

System
RAM requirements. Addressing memory above 4 GB requires a 64-bit operating system. All memory may not be available due to system resource for systems configured with more than 3 GB of memory and a 32-bit

Memory, maximum 4 GB SD, Max 32 GB 1600 MHz DDR3 SDRAM

Environmental
BRF/PVC-Free
Micro Tower

Form Factor
Internal 8G Express
Chipset